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RNPAD SERIES PANEL DIFFUSERS - WITH REMOVABLE CORE
AVAILABLE IN 1- 2- 3- OR 4-WAY DISCHARGE PATTERN

NOTE: WHENSPECIALDETAILSAREREQUIRED,MAKESKETCHSHOWINGSPECIALAPPLICATION.APPROVEDSUBMITTALSHEETSHOULDACCOMPANYORDER

~

CONSTRUCTION:

FEATURES:

I

ACTUAL PANEL SIZE 23%" ~

RNPAD4 (4-Way Blow) . RNI;'ADS (3-Way Blow) . RNPAD2 (2-Way Blow)
RNPAD2C (Corner Blow) . RNPAD1 (One Way Blow)
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Diffuser constructed of Aluminum extrusion throughout, except: (NOTE A) center cone, is
stamped aluminum alloy, (in square configurations only). Painted white is standard. Panel
is heavy duty galvanized steel. Round neck constructed of 30 gauge galvanized steel.
Comer.key construction prevents open mitres and provides increased rigidity. Entire unit
assembled by mechanical means. Removable core allows balancing of optional, field
installed butterfly or radial opposed blade dampers.

Diffuser neck sized to fit within NOMINAL DUCT sizes. Easily removable SNAP-IN
CENTER CORE. CORNER KEY construction prevents open mitres and provides in
creased rigidity. Entire unit assembly by mechanical means. Panel sized to fit within
nominal di(1)ensions-no ceiling grid alterations. UNIQUE CIRCULAR AIR PATTERNS.
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