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Grillmaster, Inc. reserves the right to change specifications and design without notice.

RN-PT SERIES-ROUND NECK PERFORATED DIFFUSER
GRID TYPECEILINGS

NOTE: WHEN SPECIAL OETAILS ARE REQUIRED, MAKE SKETCH SHOWING SPECIAL APPLICATION. APPROVED SUBMITTAL SHEET SHOULD ACCOMPANY ORDER.

~. ~o
o t}Io ~
>- q.
~ Z
3: a:
N

II

II.. >-";'"
~ ~
3: q.Z... a:

W
N

;;;,.\. ,, ,
, ,: '

*

..
~
Q
W

:;

.~_:.:' ~

OO~
.000
0000l.
~ooooc.
oooooe.
.000:) 0 <-
00000:)'

9°0000

DIRECTIONAL BLOWSARE FIELD ADJUSTED

>- v
~ ~
3: Q.

I
V Z

a:

>- t}I
~ ~
3: Q.

I
N Z

a:

DESIGN: The RN-PT Series is a perforated face supply diffuser designed, for grid type ceiling application.
A high degree of air pattern direction is obtained by use of blades mounted behind the perforated
face plate. Sizes available to match ceiling tile dimensions.

FEATURES: Highly attractive appearance blends with any ceiling decor.
PERFORATED PLATE evenly diffuses air, eliminating drafts.
CONCEALED SUPPLY BLADES impart adequate direction to leaving air.
Tension spring assembly allows easy disassembly of face plate for cleaning.
Unique CORNER KEY construction ensures tightly closed corners and extreme durabi lity.
Mechanical assembly used throughout.
Model "D" dampers available.
Matching return, Model RN-PT-R available.

CONSTRUCTION: Diffuser constructed of aluminum extrusions.
Perforated panel of steel.
Frame thickness .050"
Furnished in off white enamel.

APPLICATION: For grid type ceiling application, the RN-PT Series is unmatched for a smooth, uncluttered
appearance. The design, with the many available configurations, allows on-the-job adjustment of
discharge patterns to suit virtually any requirement.
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